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Welcome to VOGE

We feel grateful while saying thanks for purchasing VOGE!

Know well your motorcycle the same as yourself to operate it under various conditions
safely and reliably. Before your first driving on this motorcycle, please carefully read this
Operation Manual, who contains important suggestions and information about driving and
equipment which need you strictly follow, also includes the information and prevention for
issues relate to repair and maintenance. In case there is still question about the motarcycle,
the VOGE authorized dealer is pleasure to provide you service or suggestions. Enjoy yourself
every hour even second on motorcycle driving.

About this Operation Manual

This Operation Manual contains important information, issues need pay attention fo,
warning and reminder for danger for this model. Please make sure this book always keeps on
this motorcycle, especially when lending or selling to others, this point needs be highly
attended. lllustration on details in this book may be not completely same to actual
matorcycle, but the basic principle it describes is the same. When lending or selling
motorcycle to others, please make sure this book goes with motorcycle all the time, which is
an inseparable part of this motorcycle. VOGE always keeps standard of high safety and
quality, which takes root in research, development, and design forever in progress, it may
lead to tiny difference in this book to actual model you bought, against to this kind of case,
the dealer under VOGE authorization provides your correct suggestions at all time.
Execution standard for this model: Q/LX 1041-2023
This book meets standards of GB/T 19678 1, GB/T 9969, and GB/T 404394
All rights reserved for explanation belong to Loncin motor co. Itd.
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Warning signs could be seen at many places in this book, when you saw them, please strictly
follow these instructions for safe driving and maintenance.

A Danger This sign indicates potential possibility for heavy injuries even death.
A\#\"aming This sign means possibility of damage on motorcycle.

ACau’[ion This sign indicates driving essential with more convenience and effectiveness.

ADanger

This book suits ones with corresponding licenses only for safe and cautious driving. Please
pay attention to issues below:
Refit at will is strictly forbidden.

Please follow local laws and regulations.
Any refit on device or electrical parts of this model may make more noise, poor emission

or lower performance.

With more improvements, the actual situation of this model may not the complete same
against this book, please set actual model as standard without our further notice.
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2. Safe driving

Loading, accessories and refit

Please adopt the parts, components, accessories and other products under real VOGE
authorization from authorized dealers, meanwhile, there will be worker with specialization to
introduce you correct installation and use.

Please always adopt parts or components Made in VOGE only and our permitted accessories.
In case adopt the parts not from VOGE, incorrect installation for accessories or loadings, they
are bad for performance even break local laws or regulations, please take responsibility on
your own safety and that for others

ACauﬂon

All parts, components and accessories we equipped on this model already passed test for
safety, practicality and compatibility, and we take responsibility for them, otherwise, we
take no responsibility for parts or accessories without our authorization. So we strongly
advise you adopt parts, components and accessories from VOGE factory only at least
under our authorization

Please follow laws and regulations whenever you replace parts or components. Make sure
your matorcycle wa 1 break laws, regulation and reguirement of other standard for
motorcycle on road

ADanger

Incorrect loading, refit, accessories or maintenance may produce hidden risk for driving;
Before driving, please confirmthere is not overloading and followed all requirements
above.

Refit at will for parts in ECU unit may lead to damage even accident.

The change for weight of motorcycle strongly works onits power performance, please strict
our requirement on loading, passenger and accessories.



Inspection before driving
In case there is not suitable inspection before driving, it may increase possibility for damage, -
malfunction even accident Please inspect as below: -
Steering system
- Steering bas is freely tumed without jamming -
- There is not any runout or flexibility for steering stem
Throttle
- Clearance for throttle cable is correct. -
- Throttle could be smoothly operated without jamming. 3
Brake device
- Brake pedal and lever works normally.
- The brake liquid level is between the lower and upper scale mark on oil cup and
readable.
- Pressing point is clear in braking operation
- There is not water or greasy dirt on brake plate and pads.
Shack absorber
- Pressitand get back in place smoothly
Driving chain/Belt
- Without wear-outor damage
- Suitable tightness
Tires
- Air pressure in tires are correct
- Depth for tire tread is cormect without wear-out
- Surface of tires without crack or damage
Qilin engine
- Oillevel s correct
Codling system
- Coolant level is correct
- Without coolant leak.
Lights
- Headlight/Front position light, tail light/Brake light, tuming signal light, rear registration
plate light and indicator light on meter normally work
Indicator light
- Through control from switch assembly, the indicator lights for high beam and turning
signal lights normally work.
- Indicator light for TCS, ABS alarm light, alarm light for oil pressure and that for
malfunctions in EFI are without blinking or steady on when engine started
- Indicator light for neutral gear, coolant meter and ail level meter normally work when
motorcycle was power on, then gets off when it was in neutral gear
Horn
- Normally works.
Kill switch for engine
- Normally works.
Side stand

Could be normally laid down or picked up.
Interlock with ignition switch normally works

Back-mirror

Sit on motorcycle and keep it upright, the place with distance 10m to tail end could be
seen from back-view mirror, also the material with width 4m to center of motorcycle
from left and right side

In case not, please adjust the angle of back-view mirror



Issues need pay attention to during driving

1

Any passenger must know well the special factors for driving, in case the sitting position of passenger is improper,
such as offset from gravity center during driving, sudden moving or too much to matorcycle center may be bad
for control or operation for motorcycle; Do everything possible to sit on passenger seat steadily during driving
without effect on driver, passenger of animal is not allowed.

To reduce effect to gravity center of motorcycle, the luggage on motorcycle shall be at low place as possible, whose
weight shall be the same on left and right side. The luggage extends outwards too muchis not allowed.

The luggage shall be firmly fixed on motorcycle, before driving, please confirm the luggage cold t move. In
case feel the luggage is not stable during driving, please check the fixing for luggage once again, in case needed,
please adjustonce again.

Overload or oversized luggage is not allowed. Overloading or oversize must be bad for operation and power
performance.

Please dbi tinstall accessories or luggage who is bad for motorcycle performance, make sure whatever you did
won' 1 effect lighting system, ground clearance, braking performance, side inclining angle, operation
performance and compression travel or tires, working travel for front fork and other performance relate to driving.
Additional weight on handle bar or steering stem is bad for turning performance and driving safety.

Components with large size such as fairing caver, windshield glass, backrest and other aversized parts are bad for
driving stability and operation performance, the additional weight and size are both bad for power performance
during driving, without verification for design, their installation are all bad for safety.

This motorcycle could not refit to the one with side car, trailer or other type of vehicles, we take no responsibility on
injuries or damages cause to refit at will.

Maximum loading: Not more than 180kg (Include driver, luggage and accessories).
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Driving on road

Get onto motorcycle from left side, ride on the seat Pick upside stand

Get motorcycle verticalto ground and handle bar upright, keep wheel facing forward. Tightly hold the clutch lever.
Slowly turn the throttle grip to direction of acceleration, meanwhile slightly releasing clutch lever, when clutch meshed up,
the motorcycle starts maving.

Wear helmet, gloves, boots, pants and other protective device for motorcycle only before driving, which are also
necessary to even short distance travel.

In case drive fast, please pay attention to items below who may be bad for driving

- Improper adjusted pre-loading for shock absorber.

- locse cloths

- Overloading or unbalanced weight is bad for driving and operation

- Bven afewalcohal or drugs work on nerve is bad for your feeling, sense and response. Driving after drinking or drugs
is strictly forbidden.

A Caution ‘

This model equipped side stand/Interlocking ignition, once engine started, in case it is
notin neutral gear, lay down the side stand, the engine stopsimmediately.

A Warning ‘

Motorcycle starting from high gear position is not allowed, otherwise the engine may be
damaged. Starting at the 1% gear is necessary.

A Danger ‘

Before driving, please confirm the side stand already picked up to upper limit, otherwise it
may touch ground which leads to accident when it turned left




Braking and parking

Decelerate for slowing down before braking, use both front and front and rear brake.

When the speed is slow enough, engage into low gear position while tightly holding clutch lever.

Getinto neutral gear, then the motorcycle completely stopped.

When front brake is working, because your body inclines forwards, there would be more weight on front wheel, under this
case, the brake from front wheel is more effective, so when using the brake, the front brake is powerful compares to rear
one, who is easier to get motorcycle stopped.

When you are riding on maintain, use rear brake only is a potential risk. Under extreme conditions, the brake device may
overheatand damage badly. Use front, rear brake and engine for deceleration in correct way.

Driving in water, rain or after that, the braking performance may reduce due to wet brake plate, we suggest dry it up before
driving.

A Warning

After along time driving, the engine got very hat, the parking must be far from kids where

he/she is difficult to get near to prevent injury from hot engine.

Parking on soft ground is not allowed, otherwise it may fall down and damage.

In case parking on gentle slope, engage into low gear position, then let the head of motorcycle face to the side of
uphillto avoid turning of side stand and fall down_

Please drf tput motorcycle on combustible materials such as dried grass, the three-way catalyst in muffler is very hot
when it is working, which is easy to catch fire on these combustible materials




3. Main pararmetars

Rear shock | Straight pushing double 1% gear 3.285
absorber tube shock absorber/Travel

71.5mm
Front hub 30x16 2™ gear 2.105
Rear hub 35x16 3*gear 1.600
Front tire 130/90 - 16M/C(4PR)6TH 4" gear 1.300
Rear tire 150/80 — 16M/C(4PR)71H 5" gear 1.150
Front brake Single plate, 4 pistons, fixed 6" gear 1.043

caliper, floating

plate/Diameter 310mm
Rear brake Single plate, single pistan,

floating caliper, fixed

plate/Diameter 240mm
ABS ABS system  with double

passages

Farameters for motorcyde Engine
LxWxH 2225mm x  B45mm Engne type Twin cylinder in
1105mm line/Water cocling/8 air
valves
‘Wheelbase 1480mm Bore x Stroke 68.0mm x 68.0mm
Seat height 710mm Displacemant 484ml
Ground 160mm ‘Compression .51
clearance ratio
Curb weight 78kg Air intake valve (016-0.03)mm
clearance
Loading T80kg A exhaust W0 27-003mm
capacity valve clearance
Max weight 328k Spark plug | OEmm-0.8mm
clearance
Front wheel 87kg Spark plug CPREEAD
lcading specification
Rear wheel Ilkg Max et 35kw/B500rpm
loading power/Rotation
Max speed 160km¢h Maix Ad 5N m/7000rpm
torque/Ratatio
n
Max. 2407 Idiing rotatian (1300 100)/min
radeabiliy speed
Braking GR20073-2018 Gear box type. Intemational 6 gears
deceleration
speed
Fuel < Chutch type Multiple Tayers ofwet
consumption ABL/100kM(GB15744-201
)
Fuel  tank 5L Dilcapacity 2 SL{IDW/40-S0)
capacity
Codlant TEL Fuel supplying Ed]
capacity system
Chain/Drivin 1848-T1M-29-168teeth Transmission system
g belt
specification
Suspensiorvarake system Primary 2029
transmission
ratio
Front shock Up  side  down/Fork End 2.667(Chain)/2 68(Drivin
absorber tubecp4imm travel 139mm transmissian q belt)
ratio




4. Structure of motorcycle

Vehicle identification

Vehicle Identification Number (VIN) and products name plate
Engine specification and Delivery number

— v

Vehicle Identification Number (VIN) Products name plate Engine
specification and
Delivery number



Head part
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1.
12.
13.

Left back-view mirror
Clutch lever

Left switch assembly
Meter set

Ignition switch

Front brake oil cup
Right switch assembly
Front brake lever
Right back-view mirror

_ Accelerator

Fueltank cap
Leftgrip
Power supply joint for ABS




Left side of motorcycle

(Model version of driving chain)
1. Headlight

2. Back-view mirror

3. Fueltank

4. Filling-up port for coolant tank
5 Driver seat

6 Passenger seat

7. Taillight

8 Rear turning signal light

9. Rear registration plate light

10. Driving chain

11. Left pillion step set

12. Kill switch of side stand

13. Side stand

14. Left main footrest set

15. Gearshift pedal

16. Leftside reflector

16
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Right side of motorcycle
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11
12.
13.

Drawing belt for passenger
Right pillion step body

Rear brake oil cup

Front turning signal light
Rightside reflector

Front disc brake plate

ABS gear ring

Lower pump of front disc brake
Right main footrest

_ Qilfilling-up port and oil gauge

Muffler
Lower pump of rear disc brake
Rear disc brake plate
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Lower side of seat
Starting relay
Fuse box

Flasher

Joint for diagnosis
Tool set

oias W =

The simplified diagram for fuse and control circuit, each one get power for
positive terminal of battery, each branch has 1 circuit, each one separated
without interference)

BEEDPD

€85 - Battery £1 - Red Ezh##eE85 | Starting relay 208 - Red white E41 -
Yellow red £2£1 - Green red mEBHZEL © Starting button 147 : Red brown £1
%% - Red green £17% : Red grey £1& - Red yellow 2 : Black jHZR#tsEzs - O
pump relay EEEEELAESE - 1 main relayXBEESS © Fan relay =UkE!
Ignition lock 174 : Brown green #%2 : Brown black jE=R4lzh - Ol pump
driving =41 : Brown red 4L : Grey red fR5 . Grey white XERZE225KA0
- Fan relay driving BEFESRKHAS - Ignition switch on right switch assembly
29 : Black white £2£1 : Green red 4% : Green brown BESHXR : Cluch
switch IX&§ - Electric fan ECURRKFS - Ignition switch for ECU ZE£Y - Neutral
gear



5.0peration Ignition switch
The ignition switch onthis model locates at front of upper connective plate for fuel tank, the

ignition switch and steering lock is in one piece.

The ignition lock/steering lock, seat lock and fuel tank lock share a same key.

There are 3 positions for ignition switch, <2 mearsthe ignition coil is power on, starting could be at any time, all the

electric circuit on motorcycle were on, at this position, the key
could not be removed. €9 meansthe ignition coil cut off, the ignition could not be done, at this position the key could be
removed.

@ rensto lock up the steering stem, turn it to left limit first, press key one time at position

82 then turn it anticlockwise to position (4, at this position, the key could be removed, the ignition circuitis off, steering

is locked up and unable to turn

‘ A Caution ‘

This model equipped side stand only, to ensure the parking stability, turn the steering bar
to left limit when locking up the steering lock instead of right limit.

‘ A Danger ‘

‘ Please dri tturn the key for ignition to position €3 during driving, otherwise it may bring motorcycle out of control. ‘




Meter and indicator light
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Water temperature meter

Alarm light for coolant temperature
Alarm light for battery voltage
Alarm light for malfunction in ABS
Indicator light for high beam
Indicator light for TCS

Rotation speed meter for engine
Gear indicator for engine

Speed indicator

. Light sensitive sensor(Position)

Alarm light for malfunction in engine
Reminder light for side stand
Indicator light for alarm light of oil temperature

_ Alarm light for fuel

Fuel meter

Indicator light for right turmning signal light
Indicator light for neutral gear

Time

. Sub-total for mileage

. Total mileage

. Lightring

. Indicator light for left turning signal light
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